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SAFETY GLOVES

  

 

QUANTITY 7(S) 8(M) 9(L) 10(XL) 11(2XL)

PAIR UPC 1 NA NA NA NA NA
INNER PACK UPC 12/PACK 810168160573 810168160580 810168160597 810168160603 810168160610

CASE GTIN 6 PK/CASE 10810168160570 10810168160587 10810168160594 10810168160600 10810168160617

CASE WEIGHT (IN POUNDS) - - - - -
OVERCAST COLOR Red Green Brown Black Light Blue

PACKAGING

INDUSTRY
Agriculture
Automotive
Carpentry
Construction

Demolition
Lumber
Maintenance
Recycling

These cut and impact-resistant gloves have an 18-gauge salt-and-
pepper seamless Tuffalene® UHMWPE shell. The black Mach Finish 
nitrile-coated palm provides abrasion resistance and increased grip. 
High-visibility yellow-and-gray TPU impact protection shields the 
knuckles and metacarpal bones in the hand. Features a reinforced 
thumb crotch for added durability, touch screen compatible fingers, 
and a knit wrist cuff which provides a comfortable, secure fit.

DESCRIPTION

SHELL SHELL COLOR GAUGE COATING COATING COLOR COATING TYPE FINISH CUFF IMPACT PROTECTION REINFORCED AREA

Tuffalene® UHMWPE Salt-and-Pepper 18-Gauge Nitrile Black Palm Mach Finish Knit Wrist TPU Thumb Crotch

SPECIFICATIONS

TOUCH SCREEN CUT ASTM F2992-15 RESULTS ABRASION PUNCTURE PUNCTURE RESULTS IMPACT

Yes Level A6 3,618 Grams Level 4 Level 4 106 Newtons Level 2

7(S)-11(2XL)SIZESBSKN18A6IITEM

HAND PROTECTION
Reinforced Tuffalene® UHMWPE Nitrile-Coated Cut  

and Impact Resistant Gloves with Touch Screen Fingers

• 18-gauge Tuffalene® UHMWPE shell offers bare hand 
sensitivity, cut resistance, and top-of-the-line dexterity

• Abrasion-resistant Mach Finish nitrile offers excellent 
grip in wet and oily conditions

• Soft, flexible, TPU impact protection over the fingers 
and metacarpal bones provides tough protection

• Reinforced thumb crotch increases abrasion 
resistance in vulnerable area

• Touch screen compatible fingertips
• Overcast color on hem for easy size identification
• Knit wrist cuff offers users a secure, comfortable fit 

and prevents gloves from slipping off during use

FEATURES

Meets ANSI/ISEA 105-2016 standard
• Cut Level A6
• ASTM F2992-15 Results = 3,618 grams
• Abrasion Level 4
• Puncture Level 4
• Puncture Results: 106 Newtons

Meets ANSI/ISEA 138-2019 standard
• Impact Level (Overall): 2


